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ABSTRACT: In recent years, a considerable amount of eﬀort has been put into a
better understanding of the correlation of structure and electrochemical properties
in Li- and Mn-rich NCM layered oxide Li ion battery cathode materials, such as
the intensely investigated Li1.2Ni0.15Co0.1Mn0.55O2 composition. A gradual
transformation from a trigonal R3̅m layered structure toward a cubic Fd3̅m spinel
structure during electrochemical cycling results in an unwanted decay of the mean
charge and discharge voltages, called “voltage fade”. This transformation proceeds
via an interim phase, which is characterized by the local deordering of cations and
the introduction of various lattice defects after the formation of the initially wellordered material. In this study, these structural changes are studied in detail on a
long-range atomic scale by synchrotron radiation powder diﬀraction as well as on a
very local atomic scale by 7Li nuclear magnetic resonance and X-ray absorption spectroscopy. A structural reordering was induced by
a mild thermal treatment (150−300 °C) in lithiated (discharged to 2.0 V) as well as in delithiated (charged to 4.7 V) electrodes,
which results either in a partial recovery of the initial well-ordered state or in an intensiﬁcation of the structural degradation toward a
spinel-type cation ordering, respectively. The structural reordering thus obtained was again studied on a long-range and local atomic
scale and correlated with the electrochemical properties. To complement the experiment, an electrochemically highly fatigued
electrode (300 cycles, discharged to 2.0 V) showing a pronounced voltage fade was thermally treated, which resulted again in a
partial recovery of the initial well-ordered structure and its accompanying electrochemical properties. Finally, the results are
summarized in a model explaining the inﬂuence of the local cation ordering, lattice defects, and the oxygen sublattice on the
electrochemical properties, such as the oxygen redox activity and the voltage fade.

1. INTRODUCTION
Layered transition-metal oxides such as the “Li- and Mn-rich”
layered oxides are promising candidates for next-generation Li
ion battery cathodes that oﬀer high reversible capacities (>250
mAh/g) and higher safety together with reduced costs.1 As still
under debate, these oxides can be considered as either solid
solutions or composites formed between the end members
Li2MnO3 and LiTMO2 (TM = Ni, Co, Mn) (NCM) or even as
a kind of mixture in between these models. For an economic
and eﬃcient operation as cathode materials in electriﬁed
vehicles for example, knowledge about mechanisms of
degradation is mandatory to optimize these materials for
longer lifetimes. So far, a gradual decrease of the mean charge
and discharge voltage during electrochemical cycling, called
“voltage fade”, and a pronounced “hysteresis” between charge/
discharge are major drawbacks of this material class. Especially,
the gradual decrease of the mean voltage is challenging to
handle, e.g., by the battery management system and the power
control of an electric vehicle. Furthermore, the hysteresis
decreases the energy eﬃciency of the battery. A gradual local
cation rearrangement according to a cubic LiTM2O4-type
spinel during de-/lithiation, with a partial reversible character
© 2020 American Chemical Society

(hysteresis) and a partial irreversible character (voltage fade),
is supposed to cause these ineﬃciencies.2
Conventional layered LiTMO2 cathode materials are based
on a trigonal α-NaFeO2-type layered structure, which belongs
to the space group R3̅m. The layered structure is realized by
the alternating occupation of octahedral sites in a slightly
distorted cubic close-packed oxygen sublattice by lithium (3b
crystallographic site) and transition-metal ions (3a crystallographic site) along the hexagonal c-axis in an ABC stacking
sequence (O3-type). The formal addition of Li2MnO3, which
can be rewritten as Li[Li1/3Mn2/3]O2, leads to the partial
substitution of TM ions with Li ions in the transition-metal
layers. This substitution is realized in an ordered manner,
where the Li and TM ions are forming a “honeycomb”
ordering scheme within the TM layers (a,b-plane). The
stacking of these layers along the hexagonal c-axis leads to a
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of Celgard 2325 as the separator, lithium foil as the anode, and 150
μL of LP30 electrolyte [1 M LiPF6 in 1:1 (w/w) ethylene carbonate
(EC)/dimethyl carbonate (DMC)].
The cells were ﬁrst cycled two times between 4.1 and 2.0 V
(wetting cycles), then two times between 4.7 and 2.0 V (formation +
after formation cycle), and ﬁnally adjusted to 2.0 V (discharged/
lithiated sample) or 4.7 V (charged/delithiated sample). All tests were
carried out with a current rate of C/10 (1C = 290 mAh/g) at 25 °C
with a VMP3 potentiostat (BioLogic). To reduce the duration for the
preparation of the highly fatigued sample (300 cycles), the current
rate was increased to C/5 after the ﬁrst 4 cycles (2× wetting,
formation, after formation). The last two cycles were carried out in a
fresh cell with a new electrolyte and a Li metal counter electrode and
a slower current rate of C/10 to identify the degradation features,
which can be assigned to the cathode material exclusively.
The cycled electrodes were carefully extracted from the cell stack
and washed two times with dimethyl carbonate (DMC) followed by
drying under vacuum to remove electrolyte residues. For the heat
treatment, the electrodes were placed in a sealable glass tube and
transferred from the glovebox into a preheated tubular oven at 150,
200, 250, or 300 °C, sequentially. A maximum value of 300 °C was
chosen to prevent the decomposition of electrode additives [binder/
carbon, cf. thermogravimetric analysis (TGA) analysis in Figure S1 in
the Supporting Information]. After 1 h, the glass tube was removed
from the oven and cooled down in the surrounding air without further
temperature regulation. Finally, the electrodes were once more
assembled, as received after heating, into coin cells with a fresh
lithium metal anode and an electrolyte. The electrochemical
characterization was carried out within ﬁve “post-thermal” cycles
and discharged to 2.0 V at the end of the last cycle (“relithiatied”).
The samples used for the NMR and SRPD investigations were
prepared by mechanically removing the electrode powder from the
aluminum substrate and transferring the powder into the NMR rotors
and XRD glass capillaries. For the hard XAS measurements, the
electrodes were glued onto a Kapton tape inside the glovebox, the
aluminum substrate was pulled oﬀ, and a second Kapton tape was put
on top.
2.2. Synchrotron Radiation Powder Diﬀraction. Ex situ
synchrotron radiation powder diﬀraction experiments were performed
in 0.5 mm glass capillaries at the high-resolution beamline P02.120 at
PETRA III, DESY (Germany), at about 60 keV (λ = 0.2072 Å). A
two-dimensional (2D) ﬂat panel detector (PerkinElmer amorphous
silicon detector) with an exposure time of 60 s was used for obtaining
the diﬀraction images. Fit2D21 and FullProf22 were used for data
conversion and Rietveld reﬁnements, respectively.
2.3. Solid-State Nuclear Magnetic Resonance Spectroscopy.
For 7Li magic-angle spinning (MAS) NMR, a Bruker Avance 200
MHz spectrometer (4.7 T) with 1.3 mm zirconia rotors and a
spinning frequency of 67 kHz was used. The experiments were
performed with a rotor synchronized Hahn-echo pulse sequence (π/
2−τ−π−τ-acquisition), a π/2 pulse length of 0.6 μs, and a recycle
delay of 0.2 s at a frequency of 77.82 MHz. All spectra were acquired
at room temperature without further cooling of the probe. An
aqueous 1 M LiCl solution was used as the reference for the chemical
shift of 7Li (0 ppm). All spectra were normalized according to the
number of scans and the sample mass.
2.4. Hard X-ray Absorption Spectroscopy. Hard X-ray
absorption spectroscopy (XAS) experiments were carried out at the
applied X-ray absorption spectroscopy beamline P65 at PETRA III,
DESY.23 The spectra of Ni, Co, and Mn K edges were recorded in the
transmission mode, and the reference spectrum for energy correction
was simultaneously collected using the corresponding transition-metal
foil.

reduced crystal symmetry and the appearance of additional
monoclinic C2/m superstructure reﬂections in the X-ray
diﬀraction (XRD) pattern. Whereas in pure Li2MnO3, all
centers of the TM6 honeycombs are occupied by Li ions, these
sites are only partially occupied by Li ions in the studied
Li1.2Ni0.15Co0.1Mn0.55O2 material, which is formally composed
of 0.5 Li2MnO 3·0.5 LiNi3/8Co2/8Mn3/8O2. This partial
substitution leads to a mixed (Li/TM)-TM6-type honeycomb
ordering within the TM layers.
Unlike the LiTMO 2 cathode materials, the Li-rich
descendant reveals a pronounced formation process in the
initial charge, which is represented by a long “plateau” at
around 4.5 V in the electrochemical data. This formation
process, often termed “activation”, leads to an irreversible
structural rearrangement, including the loss of the distinct
honeycomb cation ordering,3 and goes along with the
depletion of electrochemically available lithium sites4 as well
as the partial loss of oxygen primarily in the surface layer.5−7
Moreover, this initial formation process provokes a highly
defective structure, which is the onset for the gradual
transformation toward a spinel-type cation arrangement.
Several studies showed the importance of structural defects
on the electrochemical properties, either for charge balance,
e.g., the oxidation of the oxygen lattice8 and the formation of
peroxide species,9 or presumably inducing voltage/capacity
fade and hysteresis such as TMs on tetrahedral interstitial
sites,10−12 Li/TM dumbbells,11,13 oxygen vacancies,14 Li+/H+
exchange,15 nanotwins,16−18 and dislocations.19 However, due
to the high structural complexity of the Li-rich materials, a
clear assignment of these structural defects to arising
electrochemical features is a rather challenging task.
The motivation of this work is to get more insight into the
inﬂuence of cation ordering and lattice defects on the
electrochemical properties. For this purpose, an initially highly
ordered Li- and Mn-rich NCM with nominal composition
Li1.2Ni0.15Co0.1Mn0.55O2 was transferred into a highly defective
state by electrochemical formation and exposed to a moderate
thermal treatment (300 °C, 1 h) to induce a structural
reordering toward the thermodynamic equilibrium. The study
was carried out for lithiated (discharged to 2.0 V) and
delithiated samples (charged to 4.7 V) after the initial
formation process as well as for an electrochemically fatigued
sample after 300 cycles (2.0 V, lithiated). The therewithinduced structural changes were investigated on the long-range
scale by synchrotron radiation powder diﬀraction (SRPD) as
well as on a very local scale by 7Li nuclear magnetic resonance
(NMR) and X-ray absorption spectroscopy (XAS) measurements. The detected structural features are correlated with the
evolution of the electrochemical characteristics and described
in a model providing further insights into the mechanisms
involved in the initial formation and the subsequent
degradation processes.

2. EXPERIMENTAL SECTION
2.1. Electrode Preparation, Electrochemical Characterization, and Heat Treatment. For the preparation of the cathode
electrode sheets, an N-methyl-2-pyrrolidone-based slurry of 87% (w/
w) Li1.2Ni0.15Co0.1Mn0.55O2 (commercially available HE5050, TODA
America), 7% (w/w) poly(vinylidene ﬂuoride), and 6% (w/w) carbon
black was die-coated on an aluminum foil (approx. 5 mg/cm2 active
material), dried overnight at 80 °C, and calendered to a ﬁnal coating
thickness of about 30 μm. The electrochemical characterization was
carried out in CR2032 coin cells, assembled in an argon-ﬁlled
glovebox using 12 mm-diameter cathode electrode sheets, two layers

3. RESULTS
3.1. Thermal Treatment of Discharged Samples (2.0
V). In this section, the results from the thermal treatment
studies of discharged electrode samples after formation are
presented starting with the highest heating temperature of 300
1211
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Figure 1. Thermal treatment of discharged samples (2.0 V): (a) cell voltage vs speciﬁc capacity and the corresponding diﬀerential capacity (dQ/
dV) plot (b) between 4.7 and 2.0 V, (c) ex situ SRPD data with a magniﬁcation of the superstructure reﬂections in the inset and (d) 7Li MAS NMR
spectra, with the spinning sidebands (±861 ppm) marked by + (Lidia), * (LiTM), and x (LiLi). AF, after formation. For presentation purposes, the
intensity of the spectrum belonging to the pristine sample is downscaled by factor 1.5.

°C to highlight the impact on the structural and electrochemical properties. Figure 1a shows the cell voltage vs speciﬁc
capacity of the formation cycle and the cycle after formation as
well as the ﬁrst and ﬁfth cycles after the heating step (postthermal). For emphasizing the occurring redox processes, the
corresponding dQ/dV vs cell voltage plot is presented in
Figure 1b. During the initial charge of the pristine material, the
ﬁrst peak located at about 4.0 V (“NC”), also found for
conventional NCM materials, is supposedly attributed to the
oxidation of the transition-metal ions Ni and Co from +II/+III
states to +IV. Here, it should be noted that the true proportion
of cationic and anionic contributions to the charge
compensation and a full oxidation to +IV is still under
debate.2 To focus on the structure−property relationship of
the material investigated in this work, the simpliﬁed
assumption, including full oxidation of Ni and Co to +IV,
was used. So far, the electrochemical delithiation (charging)
process can be considered to be reversible and thus the initial
state can be reached again by lithiating (discharging) the
material.24,25
The second oxidation process with an extended plateau at
4.5 V corresponds to the irreversible formation process that is
characteristic of Li- and Mn-rich NCMs. This induces a loss of
the initial electrochemical and structural features, which is
most clearly demonstrated by the disappearance of the
charging plateau for further charge/discharge cycles as well

as the loss of the short- and long-range atomic ordering as will
be shown below in detail. The charge compensation of Li
extraction during the plateau is carried out by the reversible as
well as by the irreversible oxidation of oxygen, which leads to
the partial release of oxygen from the surface and accompanied
by a densiﬁcation of the surface layer.6,7
Due to the electrochemically irreversible structural modiﬁcations in the bulk and surface, a reduction process
corresponding to this plateau of the initial charging is no
longer present. Instead, two newly occurring processes are
present in addition to the reduction peak NC: (i) the
reduction peak at around 4.3 V, which is commonly ascribed to
the annihilation of electron holes in the oxygen 2p band
(“O2p”), which are formed during the charging plateau;5,8,26
and (ii) the new low-voltage process at around 3.3 V, which
was recently assigned to a reversible anionic O2−/n−contribution.8,9,27 Interestingly, this anionic redox process
exclusively appears in the Li-rich materials, and its emergence
is obviously directly related to the initial formation process,
which leads to a highly defective and metastable structure.
Therefore, it is termed here as defect-related oxygen
contribution “Odef”.
At the end of discharge, an irreversible capacity loss of 54
mAh/g (ﬁrst charge capacity of 305 mAh/g − ﬁrst discharge
capacity of 251 mAh/g) can be identiﬁed, which can be mainly
attributed to the loss of electrochemically active lithium sites.4
1212
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In the second charging cycle, the onset voltage of the ﬁrst
oxidation peak is lowered to 3.3 V. It represents the newly
formed reversible redox process Odef, continued by NC and
O2p. The same processes can be observed during the second
discharge in a reversed order. The Li-rich cathode material
reveals a decrease of the mean charge/discharge voltages with
increasing number of cycles (voltage fade) as highlighted by
the blue arrow. The low-voltage region Odef becomes more
prominent at the expense of the high-voltage region NC,
leading to a decrease of the mean voltage.
A discharged sample (2.0 V) after formation was heated at
300 °C for 1 h in an inert argon atmosphere, reinserted into a
coin cell using a fresh electrolyte and a lithium metal anode,
and electrochemically characterized for ﬁve further cycles
(post-thermal). The most surprising observation emerging
from the ﬁrst post-thermal charge is the reoccurrence of the
plateau at about 4.5 V and thus indicates the (partial) recovery
of the initially well-ordered structure of the pristine material.
Generally, the electrochemical features are very similar to the
pristine material. The ﬁrst oxidation process NC starts again at
3.7 V compared to 3.3 V for the sample after formation and is
attributed to the oxidation of Ni and Co to +IV. Now, a less
pronounced and shortened plateau in comparison to the
pristine sample follows, leading to an overall charge capacity of
226 mAh/g. Analogous to the formation cycle of the pristine
material, the plateau vanishes after the ﬁrst post-thermal
charge. Instead, the redox processes Odef and O2p are active
again in the following charge and discharge steps. Interestingly,
the ﬁrst post-thermal discharge and the following cycles show
the additional redox process “SMn” at around 2.7/3.0 V
(charge/discharge). As highlighted by the orange circle in
Figure 1b, the second post-thermal charging curve as well as
the following cycles after heat treatment reveals another newly
arising oxidation peak “S Ni” around 4.5−4.7 V. The
corresponding reduction peak is probably strongly overlapping
with the reduction peak O2p. These ﬁndings strongly suggest
the reversible de-/lithiation of a second phase, which has very
similar electrochemical features as a LiNi0.5Mn1.5O4 (LNMO)type spinel.28 As shown by the dQ/dV plot of the
LiNi0.5Mn1.5O4 reference in Figure S2, the high-voltage peak
SNi is associated with the redox activity of Ni2+/4+ and the lowvoltage peak SMn with Mn3+/4+. Later on, the formation of a
second phase during the thermal treatment will be conﬁrmed
by diﬀraction measurements followed by a discussion on the
underlying mechanism. As indicated by the orange arrows in
the dQ/dV plot, region Odef develops a stronger contribution
to the capacity (voltage fade) during the ﬁve post-thermal
cycles and overcompensates the capacity loss in region NC.
This leads to an increase of the discharge capacity from 213 to
225 mAh/g within ﬁve cycles.
Figure 1c shows the ex situ synchrotron radiation powder
diﬀraction (SRPD) patterns of the pristine cathode powder as
well as that of the samples after formation, heating, and
relithiation (post-thermal cycles). For a detailed presentation
of selected reﬁned parameters from the Rietveld reﬁnement
and the underlying structural model, the reader is referred to
the Supporting Information Section SI.3. Although the
diﬀraction pattern of the pristine material clearly conﬁrms
the existence of monoclinic C2/m superstructure reﬂections, a
structural model based on the rhombohedral R3̅m symmetry
was used for crystallographic simplicity and to emphasize the
alteration of the reﬁned structural parameters after the
electrochemical cycling and the thermal treatment, respec-
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tively. The C2/m superstructure reﬂections are weakly
developed and predominantly represented by the 020 m
reﬂection around 2.8° (2θ), with a gently sloping ﬂank on
the right side. This can be explained by variations of the
stacking sequence (stacking faults) of the, in a (Li/TM)-TM6
honeycomb scheme, highly ordered TM layers along the c-axis
leading to an asymmetric “Warren-shaped” proﬁle broadening.29,30
After the formation cycle, some clear changes are observed
in the diﬀraction pattern, which are ascribed to the irreversible
processes occurring at the plateau. First, the C2/m superstructure reﬂections and thus the long-range (Li/TM)-TM6
honeycomb ordering disappeared. Furthermore, a comparison
of the half widths of the neighboring 018h and 110h reﬂections
indicates a strong anisotropic lattice strain in the hexagonal c
direction (variations of the c parameter). This anisotropic
strain leads to a pronounced broadening of c-dependent
reﬂections, e.g., the aforementioned 018h reﬂection. The
anisotropy might be induced by a nonhomogeneous
relithiation of the material resulting in a diﬀerent local density
of Li atoms, either from grain to grain or even within a grain.
The migration of transition metals from the TM to the Li
layers was modeled by an exchange of Li and Ni between these
layers. The reﬁned Ni content in the Li layers increased from
0.8(3)% in the pristine sample to 4.7(6)% in the sample after
formation. This suggests an irreversible migration of transition
metals from the octahedral 3a sites of the TM layers to the
octahedral 3b sites of the Li layers during the formation
cycle.31
After heating the discharged sample after formation at 300
°C for 1 h, three major changes stand out in the diﬀraction
pattern highlighted by the orange arrows. (i) The most striking
observation is the reappearance of the C2/m superstructure
reﬂections as clearly apparent from the inset of Figure 1c. This
ﬁnding explicitly points to the (partial) recovery of the longrange Li/TM-TM6 honeycomb ordering. (ii) The half-width of
the 018h reﬂection is narrowed again, suggesting a reduction of
the c-anisotropic lattice strain. (iii) Some reﬂections reveal a
specious asymmetric broadening most clearly seen for the 110h
reﬂection. The structural analysis of the diﬀraction data reveals
the origin of the “broadening” to be the formation of a
nanocrystalline second phase, which can be assigned to a cubic
spinel with space group Fd3̅m. Since the exact composition of
the newly formed phase cannot be derived from the data, the
LiMn2O4 spinel was used for Rietveld reﬁnement. The phase
content of LiMn2O4 in the sample after heating was reﬁned to
16(3)% (w/w) with an average apparent domain size of
approximately 4 nm. After heating, a mass loss of 2.2(6)% (w/
w) was determined for the electrode coating, which includes
the active material, binder, and carbon. Furthermore, a
contribution from the decomposition of DMC-insoluble
electrolyte products on the cathode cannot be excluded at
this point. Commonly, the observed mass loss in layered oxide
cathode materials during heating is ascribed to oxygen release
with a simultaneously occurring structural phase transition
toward an oxygen-poor phase,32 for instance, the observed
spinel formation.
After the ﬁve post-thermal cycles (relithiation), similar
changes appear in the diﬀraction pattern as already discussed
for the diﬀraction pattern of the pristine sample after
formation, including the disappearance of the C2/m superstructure reﬂections (compare light blue and light orange lines
in Figure 1c). However, the nanosized spinel is still present
1213
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contrast to the results from the diﬀraction and electrochemical
measurements, the NMR spectrum shows no direct evidence
of the formation of a spinel phase. After the ﬁve post-thermal
electrochemical cycles, the 7Li NMR spectrum is again similar
to that of the sample after formation, including the loss of local
ordering and an overall peak broadening. Here as well, no
direct indication for a lithiated spinel phase was found. The
spectral features that can be ascribed to the spinel lithium sites
are supposed to be “buried underneath” the broad LiLi
resonance of the layered phase.4,34
The so-far presented results strongly suggest the partial
recovery of the pristine well-ordered state in a discharged
sample after heating at 300 °C for 1 h. To get a more detailed
picture concerning the reordering processes and the onset
temperature of the spinel formation, the heating experiments
were repeated at temperatures of 150, 200, and 250 °C. As
apparent from the dQ/dV plot of the ﬁrst post-thermal cycles
in Figure 2, the peak area belonging to the defect-related

[reﬁned to 14(3)% w/w, 5 nm average apparent domain size],
which is well in agreement with the reversible redox activity of
an LNMO spinel represented by the redox peaks SMn and SNi
in the electrochemical data.
As shown in Figure 1d, the 7Li MAS NMR spectrum of the
pristine cathode powder consists of three groups of lithium
environments. The resonance around 0 ppm represents the
diamagnetically embedded lithium Lidia, e.g., LiOH, Li2CO3,
components of the cathode electrolyte interphase (CEI), and/
or residues of the electrolyte salt. The two paramagnetic
groups between 300 and 1000 ppm and between 1300 and
1500 ppm belong to layered Li-rich transition-metal oxide
structures.4 They are assigned to lithium in the Li layers (LiLi)
and lithium in the TM layers (LiTM), respectively. The
isotropic 7Li resonances are overlapping with several spinning
sidebands from all three groups, which complicates the
quantitative analysis especially for resonances at high shift
values. For this reason, the NMR spectra are qualitatively
discussed based on the evolution of: (i) the rather sharp peaks
at 711, 1351, and 1442 ppm associated with well-deﬁned Li
coordinations in highly ordered environments; and (ii) the
broad resonance ranging from 300 to 1000 ppm associated
with a large variety of diﬀerent Li environments similar to
those in pure NCM.4,33 The prominent peak at 711 ppm can
be directly linked to Li in the Li layer within Mn-rich
surroundings comparable to pure Li2MnO3. The peaks at 1351
and 1442 ppm can be assigned to the Li-Mn5(Ni,Co)1- and LiMn6-type honeycomb cation ordering within the TM layer,
respectively. A detailed deconvolution of the spectrum
regarding the pristine Li- and Mn-rich cathode powder is
presented in Section SI.3.
After formation (“AF 2.0 V”), the resonances are
signiﬁcantly broadened (blue arrows), due to the loss of
local ordering. Associated therewith is the formation of many
diﬀerent Li environments particularly in formerly well-ordered
Li2MnO3-like environments leading to a rather large variety of
NMR shifts. The peaks at 1442 and 1352 ppm, which are
associated with the local Li-TM6 honeycomb ordering in the
transition-metal layers, almost vanished. Again, the loss of the
long-range ordering has already been proven by the
disappearance of the C2/m superstructure reﬂections. Due to
the rather high current rate and an upper cutoﬀ voltage of 4.7
V, the small peak residues at 711 and 1442 ppm might be
arising from electrochemically inactive regions, which are still
in their pristine state. Whether the LiTM sites remain primarily
unoccupied after formation or whether their environment has
changed considerably cannot be quantiﬁed here, since the LiTM
resonances strongly overlap with the spinning sidebands from
the LiLi resonances. 6Li NMR measurements (Figure S6), using
a fully 6Li-enriched cell setup (electrolyte and lithium metal
anode), suggest that the LiTM sites are partially reoccupied
after the ﬁrst cycle. Previous quantitative 6Li NMR studies
from Dogan et al. suggest that less than half of the LiTM sites
and overall 87% of all initially available Li sites are relithiated at
the end of the formation cycle, which agrees well with the
observed irreversible capacity loss.4
Very interestingly, the thermal treatment of a discharged
sample after formation led to a pronounced reappearance of
the well-deﬁned LiTM resonances at 1442 and 1351 ppm,
which are directly related to the Li-TM6 honeycomb ordering
in the TM layers. In conjunction with the intensiﬁcation of the
711 ppm resonance, this clearly indicates the (partial) recovery
of the well-ordered pristine state in the entire bulk material. In

Figure 2. dQ/dV plot of the ﬁrst post-thermal cycle of discharged
samples (2.0 V) after heating at varying temperatures between 150
and 300 °C for 1 h.

oxygen contribution (Odef) is continuously declining with
increasing temperature. Obviously, this process is directly
correlated with the rising emergence of the plateau at 4.5 V.
Below 300 °C, the restoration of the electrochemical features
toward the initial pristine state is not linked to the formation of
a redox active spinel phase, as suggested by the absence of the
redox peaks SMn and SNi. This observation is further supported
by the corresponding diﬀraction patterns (Figure S8), where
no indication for the formation of a second phase is found
below 300 °C. Instead, a gradual recovery of the local ordering
can be observed as indicated by: (i) the continuous narrowing
of the 7Li NMR resonances (Figure S9), (ii) the decrease of
the reﬁned lattice parameters a and c toward the initial pristine
values (Figure S10), (iii) the decrease of the lattice strain and
its c-anisotropy, and (iv) a very weak reoccurrence of the 020m
superstructure reﬂection.
3.2. Thermal Treatment of Charged Samples (4.7 V).
As shown in Figure 3a,b, the thermal treatment (300 °C, 1 h)
of a charged electrode after formation led to a strong
degradation of the electrochemical properties, similar to
those of highly cycled samples.35 The ﬁrst post-thermal
discharge (red dotted line) is dominated by the low-voltage
processes SMn and “SMn2”, which again can be attributed to the
lithiation of an LNMO-like spinel including an active Mn3+/4+
redox couple. The discharge capacity signiﬁcantly decreased
1214
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Figure 3. Thermal treatment of charged samples (4.7 V): cell voltage (a) and the corresponding diﬀerential capacity (dQ/dV) plot (b) between 2.0
and 4.7 V. Ex situ SRPD data (c) and 7Li MAS NMR spectra (d), with the spinning sidebands (±861 ppm) marked by + (Lidia), * (LiTM), and x
(LiLi). AF, after formation. For presentation purposes, the intensity of the spectrum belonging to the pristine sample is downscaled by factor 4.

the divergence of the charge and discharge potential levels of
the redox peaks SMn and SNi (highlighted by the red arrows).
Results from post mortem energy-dispersive X-ray (EDX)
spectroscopy of the lithium anode, used in the post-thermal
cycling (Section SI.6), reveal the deposition of noteworthy
amounts of TMs on the anode, predominantly Mn. This
observation clearly points out the decomposition of the
cathode sample and the dissolution of TMs into the electrolyte
during post-thermal cycling. Since the disproportionation
reaction of Mn3+ into Mn2+/Mn4+ and the subsequent
dissolution of Mn2+ into the electrolyte is a known degradation
mechanism36 for LNMO and LMO spinels, these ﬁndings
further support the formation of spinel in the material during
heating.
From the ex situ diﬀraction pattern of the charged sample
after formation, cf. Figure 3c, it can be seen that the structural
appearance of the charged material can still be well described
with a rhombohedral R3̅m setting. Thus, the delithiation itself
does not induce a long-range alteration of the crystal structure,
e.g., toward a lithium-poor phase. The even more pronounced
broadening of the 018h reﬂection in comparison to the
discharged sample indicates an increase of the lattice strain
along with a strong anisotropic component (variation of the c
parameter) after the delithiation of the layered lattice.
After the thermal treatment of a charged sample at 300 °C
for 1 h, clearly visible “shoulders” appeared at the 003h and the
101h reﬂection. These shoulders can be well-ascribed to the

from 247 mAh/g before heating to 122 mAh/g after heating,
which suggests a profound loss of electrochemically active Li
sites after the thermal treatment.
The subsequent charging step begins with the oxidation
peak SMn at a cell voltage of 3.0 V followed by a comparably
weak oxidation peak at 3.9 V (NC) and one above 4.3 V (SNi),
which were both absent in the preceding discharge step.
Overall, a charge capacity of 171 mAh/g is reached, leading to
an “overcapacity” of 49 mAh/g, since only 122 mAh/g was
discharged (lithiated) beforehand. As is apparent from the dQ/
dV plot, this overcapacity is mainly originating from the highvoltage region SNi, which is associated with the Ni2+/4+ redox
activity in an LNMO-like spinel. This observation is surprising,
since there is no indication that nickel (+IV in the charged
state) has been reduced within the ﬁrst post-thermal discharge.
Accordingly, nickel would be rather incapable of being oxidized
in the subsequent charge. These ﬁndings lead to the conclusion
that Ni must have been reduced from +IV to +II during the
heating procedure. As described below, results of X-ray
absorption spectroscopy support this conclusion by showing
a clear shift of the Ni K edge toward lower absorption energies
(reduction) after thermal treatment. To further evaluate the
Ni2+/4+ redox activity, a high-voltage extended dQ/dV plot
until a charging voltage of 5.3 V is presented in Figure S2 in
the Supporting Information. After ﬁve cycles, the electrode
exhibits a continued decline of the charge and discharge
capacity along with an increasing overpotential, as indicated by
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appearance of the signal might be an indicator of a more
random distribution of the surrounding transition metals.38
However, whether the remaining Li ions are occupying
octahedral sites in a still layered-type environment or whether
they have migrated to tetrahedral sites in a cubic spinel-type
environment during the thermal treatment cannot be deduced
from the data. At least a distinct composition, e.g., of an
ordered and well-crystallized LiNi0.5Mn1.5O4 or LiMn2O4
spinel can be excluded at this point, since these would appear
as a rather sharp resonance at 925 or 520 ppm, respectively.39
Furthermore, the signals at 711 ppm and 1442 ppm are absent
in the sample after heating, pointing out the dissolution of the
aforementioned Li2MnO3-like residues.
Interestingly, the spectrum of the relithiated sample features
a broad “bump” at around 250 ppm as highlighted by the
vertical arrow. Due to the broad character, a distinct allocation
of the newly formed Li environment(s) is diﬃcult. Two
possible explanations might be: (i) the occupancy of
octahedral 16c sites in a spinel, which was already observed
for overlithiated LNMO40 and LMO39,41 as well as for
activated Li2MnO3,42 and/or (ii) the occupancy of undercoordinated tetrahedral sites (CN < 4) due to oxygen
vacancies in a still maintained layered framework.14 Moreover,
the spectrum shows a signiﬁcant increase and broadening of
the signal around 0 ppm, which is associated with lithium
embedded in a diamagnetic environment, for instance, DMCinsoluble reaction products from the electrolyte.
To get a more detailed insight into the layered-to-spinel
transformation process, the experiments were repeated at 150
°C, 200 °C, and 250 °C. Figure 4 shows the dQ/dV plot

111s and the 311s reﬂection of a second nanosized spinel
phase, which were already observed to a lower extent in the
diﬀraction patterns of discharged samples after heating. The
phase content of LiMn2O4 was reﬁned to 49(5)% (w/w) and
further increased to 64(4)% (w/w), after the material had been
relithiated. The average apparent domain sizes were reﬁned to
approx. 5 nm. A detailed analysis of the reﬁned parameters
(results shown in Figure S14) clearly indicates the tendency
toward a more spinel-type cation arrangement also in the still
layered R3̅m phase after heating. The determined occupancy of
Ni in the Li layers increased from 4.7(6)% before heating to
15.4(9)% after heating, suggesting a profound migration of
transition metals from the TM into the Li layers. This value is
maintained after relithiation, which emphasizes the irreversible
character of this process.
Interestingly, the determined lattice parameter a of the
layered R3̅m phase increases from 2.8358(3) Å before heating
to 2.8545(4) Å after heating, which is very close to the pristine
value of 2.8548(1) Å. Since the increase of a is an indicator of
expansion of the TM ion radii and thus the reduction of their
oxidation states, this ﬁnding might suggest the reduction of the
TMs during the thermal treatment, most probably to a similar
conﬁguration of the oxidation states as in the pristine material:
Ni(+II), Co(+III), Mn(+IV). The relithiation of the heated
electrode even led to a further increase of the lattice parameter
a to a value of 2.8921(4) Å, which is far beyond that of the
pristine material. Presumably, this could be induced by the
partial reduction of manganese from +IV to +III. These
ﬁndings are well in agreement with the electrochemical results,
where the reduction of nickel during the heat treatment was
proposed as well as the subsequent reduction of Mn during
relithiation.
A closer look at the 222s and 400s reﬂections reveals that
these show a much lower size-induced broadening than the
111s and 311s reﬂections for example. Interestingly, these
narrower reﬂections are strongly related to the oxygen
sublattice. To include this observation in the structural
model, the proﬁles of the oxygen-associated reﬂections were
reﬁned individually with a Lorentzian-type broadening. The
extended model led to an improvement of the ﬁt quality and is
discussed in detail in Section SI.3. These results can be
interpreted by the local formation/nucleation of nanosized
domains with a spinel-type cation arrangement, which are
coherently embedded within a continuous oxygen matrix. The
nanodomains and the matrix share the same cubic closed
packed (ccp) oxygen sublattice, which explains the absence of
a size-induced broadening in the oxygen-associated reﬂections.
As shown in Figure 3d, the 7Li MAS NMR spectrum of the
charged sample after formation is dominated by the broad LiLi
resonance, indicating an (almost) complete delithiation of the
TM layers. The center of this group moved from 615 ppm in
the discharged state toward lower values of around 555 ppm in
the charged state as highlighted by the blue arrow. This
observation can be explained by the oxidation of nickel to the
diamagnetic +IV state and/or the diﬀusion of lithium from
octahedral into tetrahedral sites.37 Just like in the spectrum of
the discharged sample (cf. Figure 1d), two residual Li2MnO3like peaks at 711 and 1442 ppm are still identiﬁable, very likely
due to EC-inactive regions in the active material. After the heat
treatment, the LiLi resonance group moves back toward higher
NMR shifts of approximately 630 ppm, which is probably
related to the reduction of Ni ions toward on oxidation state of
+II. Moreover, the almost symmetric and featureless

Figure 4. dQ/dV plot of the ﬁfth post-thermal cycle of charged
samples (4.7 V) after heating at varying temperatures between 150
and 300 °C for 1 h.

regarding the ﬁfth post-thermal cycles. From the data, it is
apparent that the electrochemical degradation intensiﬁes with
increasing temperature: the area of the Odef peak increases
gradually at the expense of the higher-voltage regions NC and
O2p (voltage fade), and the redox peaks associated with an
LNMO-like spinel appear, starting from a temperature of 250
°C.
Generally, from the results of the Rietveld reﬁnement
(Figure S14), it is evident that the electrochemical characteristics directly correlate, for instance, with the reﬁned spinel
phase content and the reﬁned occupancy of Ni in the Li layers.
Up to a heating temperature of 200 °C, no spinel phase could
be reﬁned for the diﬀraction patterns of the relithiated samples.
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Figure 5. Thermal treatment of fatigued samples (300 cycles): cell voltage (a) and the corresponding diﬀerential capacity (dQ/dV) plot (b)
between 2 and 4.7 V. Ex situ SRPD data (c) with a magniﬁcation of the superstructure reﬂections in the inset (* Li2CO3) and 7Li MAS NMR
spectra (d), with the spinning sidebands (±861 ppm) marked by + (Lidia), * (LiTM), and x (LiLi). For presentation purposes, the intensity of the
spectrum belonging to the pristine sample is downscaled by factor 1.5.

For the 250 and 300 °C samples, spinel contents of 23(5) and
64(4)% (w/w) were determined. These results are well in
agreement with the appearance of the spinel-related redox
peaks in the corresponding dQ/dV curves at 250 °C and
above. Importantly, these structural changes are well related to
the mass loss of the electrode coating (active material, binder,
carbon) after heating. Whereas up to 200 °C almost no mass
loss (<1% w/w) could be determined, the value increases
remarkably for the 250 °C sample to 3.3(6)% and for the 300
°C sample to 9.9(7)% (w/w).
3.3. Thermal Treatment of Electrochemically Fatigued Samples (300 Cycles). As can be clearly seen from
Figure 5a, the extensive cycling of a Li- and Mn-rich NCM
resulted in a pronounced voltage and capacity fade. The
discharge capacity dropped from 251 mAh/g after formation to
202 mAh/g after 300 cycles, the mean discharge voltage from
about 3.6 to 3.2 V, respectively. In the corresponding dQ/dV
vs cell voltage plot in Figure 5b, the voltage fade (dashed
arrows) and the hysteresis (dotted arrow) are highlighted. The
contribution of the low-voltage redox processes Odef and SMn
increases at the expense of the high-voltage process O2p,
leading to a decrease of the mean charge/discharge voltage
(voltage fade). Whereas in the charging step the oxidation
peaks Odef and NC are clearly separated, the reduction peak
NC completely shifts inside the area of the reduction peak Odef
in the discharge step. This leads to a charge/discharge voltage

diﬀerence of the redox peak NC of about 0.8 V and thus to a
pronounced hysteresis and energy ineﬃciency. After 300
cycles, the spinel-associated redox peak SMn emerged, which
may be indicating an active redox activity of Mn. However, in
contrast to the thermally fatigued samples, the high-voltage
redox peak SNi is not identiﬁable.
Analogous to the experiments presented above, the electrochemically fatigued electrode was thermally treated at 300 °C
for 1 h. Most surprisingly, also the highly fatigued Li-rich
material partially regenerated toward the pristine state, as
evident from the ﬁrst post-thermal cycle. The oxidation peaks
SMn and Odef are signiﬁcantly damped in comparison to the
cycle before heating and the plateau reoccurs. This observation
already indicates the recovery of the highly ordered state.
However, the plateau is less pronounced than in the ﬁrst postthermal charge of the discharged sample after heating (cf.
Figure 1d). Another very remarkable ﬁnding is the signiﬁcant
intensiﬁcation of reduction peaks O2p and NC in the
subsequent discharge step in comparison to the fatigued
sample. This is directly correlated with the damping of the lowvoltage regions Odef and SMn. In other words, the pronounced
voltage fade and hysteresis developed during extensive cycling
have been partly reversed by the thermal treatment. Again, the
partial recovery of the pristine properties is directly connected
with the formation of an LNMO-like spinel, as is apparent
from the rise of the spinel-related redox processes SMn and SNi.
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Figure 6. XANES spectra of the Mn, Co, and Ni K edges corresponding to the thermal treatment experiments of discharged (a) and charged (b)
samples. The pre-edges of the manganese spectra are magniﬁed in the inset. AF, after formation. TP, turning point.

oxygen-poor spinel phase. After ﬁve post-thermal cycles, the
020m superstructure reﬂection vanishes again, indicating the
loss of the long-range (Li/TM)-TM6 honeycomb ordering.
The spinel phase content was reﬁned to 27(5)% (w/w) with
an average apparent domain size of 4 nm.
The 7Li NMR spectrum of the electrochemically fatigued
sample (300 cycles) shown in Figure 5d reveals three
prominent spectral changes in comparison to the spectrum
of the sample after formation: (i) all resonances associated
with the Li2MnO3-like Li environments (711, 1351, 1442
ppm) disappeared, indicating a complete formation and the
loss of Li-TM6 ordering; (ii) a newly formed broad resonance
appeared at around 250 ppm as highlighted by the blue arrow;
and (iii) the signal at 0 ppm, which represents the
diamagnetically embedded lithium Ldia, increased in intensity
noteworthily. Most surprisingly, a bump at around 250 ppm
and an increase of the 0 ppm peak area were also observed in
the spectrum belonging to a charged electrode after heating
and relithiation as shown in Figure 3d. To emphasize the
common features of both spectra, they are superimposed in
Figure S16. This observation suggests a rather similar local Li
environment in both samples. These ﬁndings are very
interesting, since both samples share similar features, e.g., a
pronounced spinel contribution to the electrochemical properties and a trend toward a more spinel-type cation arrangement
in the ccp oxygen sublattice. However, as it is demonstrated
now, the electrochemically fatigued sample still reveals the
ability to restore the pristine ordering. Most probably, this
restoration is possible due to the still intact oxygen sublattice,
which suggests no profound bulk oxygen loss during cycling.
Notwithstanding the profound structural and electrochemical degradation, the heat treatment of the fatigued
sample led to an almost entire recovery of the pristine local
ordering. As can be clearly seen from the 7Li NMR spectrum
(see the dark-green line in Figure 5d), the resonances
associated with the Li-TM6 honeycomb ordering (1351 ppm
and 1442 ppm) in the transition-metal layers reappear, which
is well in agreement with the return of the C2/m superstructure reﬂections as shown before. In addition, the 711 ppm
resonance, which represents the Li2MnO3-like Li environments
in the Li layers, is present again. Interestingly, the bump at 250
ppm vanished (green arrow) and did not reappear after the
post-thermal cycles. Obviously, the Li environments, which are

After the ﬁve post-thermal cycles, two modiﬁcations are
apparent in the dQ/dV plot: (i) the redox activity in the NC
area decreases again and is intensiﬁed in the Odef region
(voltage fade), and (ii) the redox activity of the spinel phase
increases within the ﬁve cycles, as clearly indicated by the
expansion of the area SMn. Overall, this leads to an increase of
the discharge capacity from 169 mAh/g in the ﬁrst to 191
mAh/g in the ﬁfth post-thermal cycle. Furthermore, the mean
discharge voltage increased to 3.4 V in comparison to 3.2 V for
the fatigued sample as highlighted by the dyed areas in Figure
5a.
The data obtained from the diﬀraction measurement of the
cycled sample is presented in Figure 5c. The diﬀraction pattern
reveals a general broadening of the reﬂections in comparison to
the pattern of the sample after formation. Especially the
emergence of the 311s reﬂection already indicates the partial
transformation of the sample to a spinel. The Rietveld
reﬁnement (results are shown in Figure S15) revealed a spinel
phase content of 34(16)% (w/w) with an average apparent
domain size of about 2 nm, which indicates a very ﬁne
dispersion of these spinel domains in the layered matrix.
Furthermore, the reﬁnement disclosed a high lattice strain and
a strong c-anisotropy of the lattice strain in the R3̅m matrix,
which is also indicated by the broadened 018h reﬂection. This
suggests a large variety of locally diﬀerent degrees of lithiation
and probably cation arrangements as well as the loss of
electrochemically active lithium sites due to the high degree of
disorder in the material.
After the heating procedure, the C2/m superstructure
reﬂections reappear and the 018h reﬂection narrows. The
Rietveld reﬁnement provides a spinel content of 21(7)% (w/
w) with an apparent domain size of 3 nm, suggesting that
within the range of error no additional material was converted
to spinel during heating. This ﬁnding is surprising, since a mass
loss of about 5(1)% was determined for the electrode and
therefore suggests the loss of oxygen and the formation of an
oxygen-poor phase during the thermal treatment. The overall
lattice strain and its c-anisotropy decreased to values close to
those determined for the sample after formation, which
indicates a pronounced reorganization of the cations to reduce
lattice strain. This reorganization process probably also
includes a more pronounced segregation of the material into
a lithium- and oxygen-rich pristine-like and a lithium- and
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As can be seen from Figure 6b, the charging of an electrode
after formation to 4.7 V leads to an obvious shift of the Ni K
edge toward higher energies and thus to an oxidation from +II
to +IV. In contrast, no clear shift of the manganese edge as a
whole is observed after charging, but instead an alteration of
the edge shape is observed. In fact, this modiﬁcation can be
described as a kind of torsion around the turning point “TP”.
Oishi et al. demonstrated44 that the torsion of the Mn edge is
not linked to the increase of the oxidation state by comparing
the results from Mn K and L edge (2p to 3d transition)
absorption spectra. Instead, these observations in the Mn K
edge are mainly attributed to variations of the local
environment during lithium de-/intercalation. The signiﬁcant
rise of the pre-edge intensity at increased states of delithiation
suggests a highly distorted Mn-O6 octahedron and/or the
partial migration of Mn ions to tetrahedral sites. The Co K
edge spectrum does not show a shift of the entire edge after
charging to 4.7 V. This observation suggests a modiﬁcation of
the local environment in combination with or even without a
change of the oxidation state.45
After the heating step (Figure 6, compare the blue dashed
line with the red solid line), the Ni edge shifts back to its
position in the pristine state, indicating a reduction of the Ni
ions from +IV to +II. Furthermore, the low-energy region A of
the Co edge shows a slight shift to lower energies, whereas the
position of the white line B is unaﬀected. This observation
provides no direct evidence of a change of the oxidation state.
Nevertheless, a comparison with the spectrum of a Co3O4
spinel reference (Figure S17a) suggests the reduction of cobalt
to a mixed valence state (Co2+/2Co3+) and the occupation of
tetrahedral 8a sites with Co2+ ions, i.e., a M3O4-type spinel
cation ordering (Fd3̅m).46 As a complementary remark, the
occupation of these 8a sites with TMs can also be observed in
the diﬀraction pattern by the emergence of the 220s reﬂection
(cf. Figure 3c). Aside from the decrease of the pre-edge
intensity, surprisingly no signiﬁcant changes of the Mn K edge
can be identiﬁed. Overall, these ﬁndings correlate well with the
determined mass loss of the sample after heating, the therewith
associated oxygen loss, and the structural transition from
initially layered to a spinel-type structure. Finally, the immense
release of oxygen leads to the reduction of Ni and Co.
The subsequent ﬁve post-thermal cycles ending with a
discharge to 2.0 V (relithiation; compare red and red-dashed
lines) lead to a shift of the manganese K edge toward lower
energies beyond the turning point TP, which suggests a partial
reduction of the Mn ions and therefore an active Mn3+/Mn4+
redox couple (cf. redox process SMn, Figure 3b).

observable at low shift values around 250 ppm (bump), might
be linked to a decrease of the mean charge and discharge
voltages (voltage fade). After the subsequent ﬁve post-thermal
cycles, the spectrum is broadened again and the sharp signals,
which are linked to a high degree of local ordering, vanished.
3.4. X-ray Absorption Spectroscopy. To study the
element-speciﬁc changes of oxidation states and the local
structural environments of the transition-metal ions during the
thermal treatment experiments, hard X-ray absorption spectroscopy (XAS) was performed at the Mn, Co, and Ni K edges.
Figure 6 shows the normalized X-ray absorption near-edge
structure (XANES) spectra acquired after the thermal
treatment experiments on discharged (2.0 V) and charged
(4.7 V) samples. The spectra belonging to the electrochemically fatigued samples as well as a detailed analysis of the
extended X-ray absorption ﬁne structure (EXAFS) oscillations
are presented in Sections SI.9 and SI.10. Additionally, surfaceand bulk-distinguishing soft-XAS measurements concerning
the oxygen K edge are shown in Section SI.11. The transitionmetal K edge can be divided into three diﬀerent edge features:
the pre-edge region, the edge region “A”, and the white line
“B”. The weak pre-edge peak is associated with formally
forbidden electric dipole transitions from TM 1s to TM 3d
orbitals for transition-metal ions located in an ideal octahedral
environment. With increasing distortion of the octahedral
framework and the occupation of tetrahedral sites (both
leading to a 3d−4p orbital mixing), the 1s to 3d transition gets
more and more allowed and the pre-edge peak appears in the
spectra. Moreover, a depletion of d electrons leads also to an
intensiﬁcation of the pre-edge peak.43 Region A represents the
TM 1s to 4p electron transition combined with a ligand-tometal charge transfer (shake-down) process, and the white line
B represents the direct TM 1s to 4p transition. An oxidation of
a TM ion accompanied by a loss of d electrons, for instance, is
generally observable by a shift of the edge toward higher
energies.
By comparing the spectra of the Li-rich material in the
pristine state (blue line) and discharged after formation
(dashed blue line) shown in Figure 6a, it can be concluded that
the formation process induces no considerable shifts of the
edge energies. This observation suggests similar oxidation
states for all TMs in both states in the bulk. However, the
increase of the Mn pre-edge intensity indicates an increased
distortion of the octahedral symmetry and/or a potential
migration of Mn ions to tetrahedral sites. These ﬁndings
support the clear trend toward a lower degree of ordering on a
local atomic scale in the samples after formation, as already
exempliﬁed before by the detailed analysis of the NMR data
(cf. Figure 1d). Likewise, the decline of the Mn pre-edge
intensity after heating (highlighted by the orange arrow)
suggests the partial recovery of the initial pristine octahedral
symmetry and probably the restoration of the (Li/TM)-TM6
honeycomb ordering within the TM layers. After the ﬁve postthermal cycles, the pre-edge intensity is increased again.
Interestingly, after the post-thermal cycles, a signiﬁcantly lower
pre-edge intensity was found in the surface-representing data
set (TEY mode) of the oxygen K edge (Figure S20) in
comparison to the bulk-representing data (FY mode). This
ﬁnding suggests the reduction of TM ions on the surface below
the pristine oxidation state values and thus a partial reduction
of Mn to +III, which is in good agreement with the observed
Mn3+/4+ redox activity in the electrochemical data (Figure 1b).

4. DISCUSSION
4.1. Formation: Order−Disorder Transition. First
publications, which studied the mechanisms involved in the
initial formation cycle, also referred to as activation of Li−Mnrich NCMs,47,48 suggested an irreversible loss of bulk oxygen
when charging above 4.4 V. This process is exempliﬁed for
pure Li2MnO3 in eq 1
> 4.4V

Li 2MnO3 ⎯⎯⎯⎯⎯→ 2Li+ + 2e− + MnO2 + 1/2O2 ↑

(1)

This “classical activation model” would lead to the following
consequences. First, there will be an irreversible migration of
TM ions into former LiTM sites and the release of oxygen from
the surface, i.e., the densiﬁcation of the entire lattice including
bulk and surface. This “densiﬁed” lattice is supposed to be
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charge compensation is still under debate. Therefore, only a
semiquantitative estimation of the oxidations states was carried
out, after each step, to summarize and illustrate the identiﬁed
well-matching observations in a coherent picture. The oxygen
release process during heating can be described by eq 2 as
follows:

isostructural to a non-Li-rich layered oxide, e.g., LiCoO2.
Second is the formation of LiMnO2 in the subsequent
discharge step and the activation of the Mn3+/4+ redox couple.
This hypothesis is in strong contrast to the ﬁndings obtained in
this work. The thermal treatment of discharged samples after
formation (2.0 V) as well as of electrochemically fatigued
samples clearly demonstrated that the pristine well-ordered
structural arrangement including a pronounced (Li/TM)-TM6
honeycomb ordering can be partially recovered on a very local
and on a long-range atomic scale. In contrast to eq 1, these
ﬁndings strongly imply that the majority of the material still
contains the initial oxygen content after the activation cycle as
well as the absence of a profound migration of TM ions into
former LiTM sites (densiﬁcation). This accords well with earlier
publications, which showed that only a small proportion of the
classically proposed amount of oxygen is actually released from
the material5,6 and mainly aﬀects the surface layer, leaving
behind a two-phase core-/shell-like material.7,49,50 This
“activated” modiﬁcation possesses less active lithium sites,
which cannot be reﬁlled back to the pristine level during
discharge even in a lithium anode half-cell conﬁguration.
Bearing in mind the two-phase model, the loss of active lithium
sites can be explained by the densiﬁcation of the surface layer
as well as by the loss of ordering within the bulk.
According to the ﬁndings obtained in this work, the
activation directly corresponds to the electrochemically
irreversible breakup of the (Li/TM)-TM6 honeycomb ordering
on a long-range as well as on a very local atomic scale.
Thereupon, a highly defective metastable structure is formed,
which features the tendency toward a more spinel-type cation
arrangement with increasing number of cycles. The initial
deordering process leads to the emergence of a reversible
anionic contribution to the charge compensation at low redox
potentials, in this study termed defect-related oxygen
contribution Odef. The heat treatment of discharged samples
after formation clearly demonstrates the gradual suppression of
this redox process Odef after the thermal treatment with
increasing temperature. According to the structural investigations, this is linked to the gradual recovery of the initial
binding conditions and therefore to the restoration of the
initial electronic structure, leading to the reappearance of the
plateau at a cell voltage of 4.5 V. However, due to the
irreversible capacity loss in the initial formation cycle and thus
a lower lithium content in the active material, a full recovery of
the entire material cannot be achieved. This deﬁciency is
compensated by phase separation at a heating temperature of
300 °C: the formation of a pristine-like Li-rich phase and a
nanosized Li-poor LNMO-like spinel phase. As suggested by
the surface-/bulk-distinguishing oxygen K edge measurements,
this phase separation might be explained by an intensiﬁcation
of the two-phase core-/shell-like behavior, where the
coexistence of a spinel and a layered component can be
clearly identiﬁed.
4.2. Spinel Formation and Oxygen Loss. The
investigations on the thermal treatment of charged electrodes
(4.7 V) demonstrated a profound degradation toward a spineltype cation arrangement associated with the loss of oxygen.
Especially from the results of the TM K edge XAS
measurements, it is apparent that after heating, the oxidation
states of the TM ions are reduced toward the pristine
conﬁguration (Ni2+, Co3+, Mn4+) along with the compensation
of electron holes on the oxygen. Again, it should be noted that
the true proportion of cationic and anionic contributions to the
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where the presumed Li content per formula unit is based on
the electrochemical data neglecting side reactions. The thereof
derived amount of released oxygen ﬁts well to the estimated
values being based on the electrode mass loss after heating,
where an oxygen loss of 0.22 or 0.3 O2 per formula unit can be
derived by assuming O2 or CO2 as degassing species (Table
S1). The thus-obtained oxygen loss leads to an O/TM ratio
smaller than 2, indicating a full densiﬁcation toward a
LiTMO2-type layered and/or LiTM2O4-type spinel cation
arrangement. Since Ni and Co are probably already in their
+II/+III state, the ﬁrst post-thermal discharge includes the
reduction of manganese, as emphasized by eq 3
+1

+4

+2

+3

−2

Li 0.25Mn 0.55Ni 0.15Co0.1 O1.53
discharge to 2.0 V + 0.4Li +1

+3.3

+2

+3

−2

⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯→ Li 0.65Mn 0.55Ni 0.15Co0.1 O1.53

(3)

3+/4+

This process leads to an active Mn
redox couple, which is
identiﬁable as well in the following cycles at a cell voltage of
around 3.0/2.7 V (ox/red) in the corresponding dQ/dV plot
and is rather similar to the low-voltage plateau in LMO- or
LNMO-type spinels. The related dissolution of Mn2+ into the
electrolyte and the strong capacity fade provided further
evidence of Mn redox activity. In the subsequent delithiation
step (charge), ﬁrst Mn3+ is oxidized to Mn4+, followed by the
high-voltage redox activity of Ni as presented by eq 4
+1

+3.3

+2

+3

−2

Li 0.65Mn 0.55Ni 0.15Co0.1 O1.53
charging up to 4.7 V − 0.55Li +1

+4

+3

+3

−2

⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯→ Li 0.1Mn 0.55Ni 0.15Co0.1 O1.53

(4)

Since there is still 0.1 Li left per formula unit and not all TMs
are fully oxidized, the material can be further reversibly
delithiated up to 5.3 V as illustrated by eq 5
+1

+4

+3

+3

−2

Li 0.1Mn 0.55Ni 0.15Co0.1 O1.53
charging up to 5.3 V − 0.1Li +1 +4

+3.7

+3

−2

⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯⎯→ Li 0Mn 0.55 Ni 0.15Co0.1 O1.53

(5)

Most probably, this high-voltage activity is originating from the
delithiation of tetrahedral sites and the oxidation of Ni, rather
similar to the LNMO-type spinel. The gradual increase of the
heating temperature clearly showed the correlation of oxygen
release and spinel formation. Up to 200 °C, no signiﬁcant mass
loss was determined after heating and the corresponding dQ/
dV curves revealed no spinel contribution during charge/
discharge, but the mean charge/discharge voltage decreased
(voltage fade), which may be originating from the very local
cation rearrangement during heating. From 250 °C on, the
spinel phase emerges in the electrochemical as well as in the
diﬀraction data along with a determined mass loss of the
electrode, which emphasizes the direct link between the
irreversible cation rearrangement in a spinel-type manner and
the loss of oxygen.
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4.3. Degradation Processes in Highly Cycled Cathode
Samples. Continuous cycling results in unwanted voltage fade
and increase of hysteresis attributed to a local cation
rearrangement, which is clearly apparent from the electrochemical and structural investigations of the electrochemically
fatigued sample (300 cycles). For example, this is demonstrated by the emergence of a nanosized spinel phase (cf.
Figure 5c) and the increase of the reﬁned lattice strain as well
as the appearance of new Li environments in the 7Li NMR
spectra (Figure 5d). The analysis of the diﬀraction data reveals
a signiﬁcant amount of nanosized spinel that, for instance, was
also determined for the samples heated in the charged state
(4.7 V) at a temperature of 250 °C and above. But
interestingly, the electrochemical behavior diﬀers considerably
from these thermally fatigued samples. The spinel-associated
redox peaks SNi and SMn are not clearly identiﬁable in the dQ/
dV curve of the 300th cycle (Figure 5b), but rather an
intensiﬁcation of the low-voltage redox process Odef is
apparent. The Mn K edge of the fatigued sample shows no
shift of the entire edge and therefore does not support a
signiﬁcant Mn3+/4+ redox activity in the bulk (cf. Figure S17).
Overall, this seems to be rather contradictory to the analysis of
the diﬀraction data, i.e., a clear structure−electrochemical
property relationship is not apparent. One possible explanation
will be discussed next.
After heating an electrochemically fatigued sample at 300 °C
for 1 h (cf. Figure 5), the pristine well-ordered state is partially
recovered, as demonstrated by the reappearance of the C2/m
superstructure reﬂections, the narrowing of the Li2MnO3-like
7
Li NMR resonances as well as the reappearance of the plateau
in the ﬁrst post-thermal charge. Furthermore, a loss of
electrode mass was determined most probably including
oxygen release from the cathode. In the subsequent ﬁve
post-thermal cycles, the spinel-associated redox peaks SMn and
SNi are clearly apparent in the dQ/dV plot, whereas an increase
of the reﬁned spinel phase content could not be identiﬁed
directly after heating as well as after the ﬁve post-thermal
cycles. Overall, these observations suggest a trend toward a
spinel-type transition-metal cation ordering after the 300
cycles. During heating, the “metastable” structure probably
segregates into a Li-rich pristine-like and a spinel phase along
with the release of oxygen (densiﬁcation) and accompanied by
a reduction of the lattice strain. This post-thermal spinel phase
is fully featured, including a clear allocation of the high-voltage
redox peak SNi and the low-voltage peak SMn.

Article

layers. The thermal treatment of discharged cathode samples,
directly after formation or even after extensive cycling, induced
a partial recovery of the pristine well-ordered state. This
observation gives hope for recycling of these materials given
that some features of the pristine material are recovered in
electrochemistry including a reversal of the voltage fade.
Furthermore, it could be shown that structural as well as
electrochemical degradation can be induced either by electrochemical cycling or by thermal treatment of charged samples.
Consequently, the thermodynamically more stable state can
alternatively be formed by thermal treatment and may serve as
an accelerated aging test for Li ion cathodes given that the
electrochemistry after this 1 h test shows remarkable similarity
to that obtained after 300 cycles. These ﬁndings could be very
helpful for studying the mechanisms involved in the structural
rearrangement during cycling as well as for identifying more
stable compositions, coatings, or dopings for the commercial
application of the Li- and Mn-rich materials.
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